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Division of Candle Corporation of America
MATERIAL SAFETY DATA SHEET

MSDS # 0002
REVISED DATE: 05-31-2002
PRODUCT NAMES: STERNQ BRANDE WICK FOOD WARMING FUEL

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION:

ACUTE HEALTH FIRE REACTIVITY HMIS LEAST-0 SLIGHT-1 MODERATE-2
2 1 0 HAZARD RATING: HIGH- 3 EXTREME- 4

PRODUCT NAMES: STERNO PLUG WICK, STERNO TWIST CAP WICK |, STERNC HOT SPOT WICK,
STERNO HOT BOX WICK
UPC/SKU #: US Domestic: ST03009, ST030098, ST05006, STOS006FSA, STO5008R, ST05010,
ST05010FSA, ST050108 ST05012, ST05014, ST05016, STO5016ED, STO5016FSA,
STO5016R, ST050168, STO5018
Institutional: STO5009
International: ST03009J, ST05006], ST05016]1

CASNUMBER: 111-46-6
GENERAL USE: A combustible liquid canned heat. The fuel, Diethylene Glycol, is delivered via a wick. The
product is ignited and burned to provide heat for food warming applications.

The STERNO GROUP

Candle Corporation of America
999 E. Touhy Suite 450

Des Plaines, I1. 60018

DOMESTIC: For consumer information: Call toll free: 1-(888) 4-LITES-1

EMERGENCY TELEPHONE NUMBER: For emergeneies involving spill, leak, fire, exposure or accident, calt
CHEMTREC: 1-(800) 424-9300, day or night.

THE PITTSBURGH POISON CENTER HAS BEEN FROVIDED SPECIFIC INFORMATION FOR USE IN
MEDICAL EMERGENCIES INVOLVING THESE PRODUCTS. IN THE USA, CANADA & MEXICO,
CALL TOLL FREE: 1-(888) 313-8954.

INTERNATIONAL: ALL EMERGENCIES, involving spill, leak, fire, exposure or accident,
CALL 1-(703) 527-3887.
ALL MEBICAL EMERGENCIES, call your local Poison Control Center.

2. COMPOSITION/INFORMATION ON INGREDIENTS:
OSHA REGULATED COMPONENTS (present at a concentration > or = 1%);

Component CAS# Y% PEL. TLV
Diethylene Glycol 111-466 1000 NE NE

The following components, present at a concentration > or = (.1%, are listed as carcinogens or potential carcinogens by
either the National Toxicology Program (NTP), the International Agency for Research on Cancer (IARC) or OSHA:

Compenent CAS# Y PEL TLV
None - not apphcable

3. HAZARDS IDENTIFICATION:

MSDS # 0002 lof5



11/681/2885 16:89 419-631-9857 MID WEST aSs0c. PAGE

STERNG.,

Division of Cardle Corporation of America

MATERIAL SAFETY DATA SHEET
MSDS # 0002
REVISED DATE: 05-31-2002
PRODUCT NAMES: STERNO BRAND® WICK FOOD WARMING FUEL

Diethylene Glycol is a clear combustible liquid,
EMERGENCY OVERVIEW: Diethylene Glycol is toxic if ingested. Oral LD50 (rats) 20.76 g/kg.

PRECAUTIONARY LABELING: Harmful if swallowed. Keep away from children. Contains diethylene glyeol. In
casc material is swallowed give milk or water. Call a physician.

EYE CONTACT: Eye imitant upon direct contact.
SKIN CONTACT: May cause skin irritation upon prolonged contact.

INGESTION: Harmful or fatal if swallowed. Transient stimulation of the central nervous system, followed by
depression, vomiting, drowsiness, coma, respiratory failure, renal damage, possibly leading to death.

INHALATION: Burn product in a well ventilated area. Avoid breathing unbumed vapors.

4. FIRST ATD MEASURES:

EYE CONTACT: Flush eye with large amounts of warm water for 15 minutes. If irritation persists, contact poison
center or doctor,

SKIN CONTACT: Remove and isolate contaminated clothing. Flush exposed area with warm water for 15 minutes.
If irritation persists, contact poison center or doctor.

INGESTION: Drink sips of warm water or milk. bnmediately contact doctor and poison center.

INHALATION: Seek fresh air and take slow deep breaths. Drink some sips of water. If coughing persists,
contact poison center or doctor.

5. FIRE FIGHTING MEASURES:

Flash Point (Method): 255 degrees ¥ (124 degrees C)
Extinguishing Media: Water, CO2, Foam, Dry Chemical

SPECIAL FIRE FIGHTING PROCEDURES: No known toxic combustion products or special fire fighting hazards.
Self-contained breathing apparatus and protective clothing should be
wom when fighting chemical fires.

6. ACCIDENTAL RELEASFE, MEASURES:

SMALL SPILLS: Remove all sources of ignition. Provide adequate ventilation, Absorb on vermiculite, paper or
other absorbent. Flush area with water.

7. HANDLING AND STORAGE:

STORAGE: Store in a cool dry place (40 - 120 degrees F or 4 - 49 degrees C). Provide adequate ventilation in area of
use. Store away from sources of heat or open flame. Keep conlainer closed when not in use.
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